WORK ZONE CONDITION

A - ALLOWED - CONSIDER USING A SPQOTTER

(SEE CONDITION GUIDANCE)

B - ALLOWED - SPOTTER AND/OR CHANNELIZING DEVICES RECOMMENDED, CONSIDER TMA AND/OR PCMS/ARROW CAUTION MODE.

C - ALLOWED - SPOTTER, CHANNELIZATION DEVICES AND PCMS/ARROW RECOMMENDED,

NOTES:

l.
B

REQUIRES LANE CLOSURE, USE TCP 14 OR 15.

3.

OPTIONAL LOCATION MAY BE - LEFT OR RIGHT SHOULDERS, MEDIAN,

CONSIDER TMA,

#* ROADWAY EXAMPLE REPRESENTS TYPICAL LOCATION.

GORE AREA,

RESTRICTED SIGHT DISTANCE REQUIRES ADDITIONAL ADVANCE WARNING DEVICES OR SIGNS, SEE TCD 14 FOR SIGHT DISTANCE CHART.

NARROW SHOULDERS THAT DO NOT PROVIDE FOR WORK OPERATIONS WITHOUT LANE ENCROACHMENT - 10" LANE MINIMUM,

REFER TO TAPER AND BUFFER SPACE DETAILS SHOWN ON APPENDIX 3-3 FOR ADDITIONAL INFORMATION.

OR SHOULDER ON TwWO-LANE ROADWAY
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TRUCK MOUNTED ATTENUATOR
(RECOMMENDED)




